Republic of the Philippines
NATIONAL POLICE COMMISSION
PHILIPPINE NATIONAL POLICE
POLICE REGIONAL OFFICE BAR
Camp BGen Salipada K Pendatun, Parang, Maguindanao

Construction of
Kalingalan Caluang
Standard Type
NB/ Co MPS E

Public Bidding No.: PRO BAR-2021-019
( A B C8,485,00000)



Preface

These Philippine Bidding Documents (PBDs) for the procurement of Infrastructure
Projects (hereinafter referred to also as th
prepared by the Government of the Philippines for use by all branches, agencies,
departments, bureaus, offices, or instrumentalities of the government, including government
owned and/orcontrolled corporations, government financial institutions, state universities
and colleges, local government units, and autonomous regional goveriiimemirocedures
and practices presented in this document have been developed through broad experience, and
are for mandatory use in projects that are financed in whole or in part by the Government of
the Philippines or any foreign government/foreign oefnational financing institution in
accordance with the provisions of the 20&¥ised Implementing Rules and Regulations
(IRR) of Republic Act (RA) No. 9184.

The PBDs are intended as a model for admeasurements (unit prices or unit rates in a
bill of quantities) types of contract, which are the most common in Works contracting.

The Bidding Documents shall clearly and adequately define, among others: (i) the
objectives, scope, and expected outputs and/or results of the proposed contract; (ii) the
eligibility requirements of Bidders; (ii) the expected contract duration; and (iv) the
obligations, duties, and/or functions of the winning Bidder.

Care should be taken to check the relevance of the provisions of the PBDs against the
requirements of the speafWorks to be procured. If duplication of a subject is inevitable in
other sections of the document prepared by the Procuring Entity, care must be exercised to
avoid contradictions between clauses dealing with the same matter.

Moreover, each section isgpared with notes intended only as information for the
Procuring Entity or the person drafting the Bidding Documents. They shall not be included in
the final documents. The following general directions should be observed when using the
documents:

a. All the documents listed in the Table of Contents are normally required for the
procurement of Infrastructure Projects. However, they should be adapted as
necessary to the circumstances of the particular Project.

b. Speci fic det aame af the Rracuwrihgntdys & dddresdifor
bid submission 06 s houl d be furnished in the 1
Sheet, and Special Conditions of Contract. The final documents should
contain neither blank spaces nor options.

C. This Preface and the footnotes or nategalics included in the Invitation to
Bid, BDS, General Conditions of Contract, Special Conditions of Contract,
Specifications, Drawings, and Bill of Quantities are not part of the text of the
final document, although they contain instructions thatRhecuring Entity
should strictly follow.

d. The cover should be modified as required to identify the Bidding Documents
as to the names of the Project, Contract, and Procuring Entity, in addition to
date of issue.



Modifications for specific Procurement Projedetails should be provided in

the Special Conditions of Contract as amendments to the Conditions of
Contract. For easy completion, whenever reference has to be made to specific
clauses in the Bid Data Sheet or Special Conditions of Contract, these term
shall be printed in bold typeface on Sections | (Instructions to Bidders) and Il
(General Conditions of Contract), respectively.

For guidelines on the use of Bidding Forms and the procurement of Foreign
Assisted Projects, these will be covered by a reépaissuance of the
Government Procurement Policy Board.
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Glossary of
Terms, Abbreviations, and Acronyms

ABC 1 Approved Budget for the Contract.
ARCC i Allowable Range of Contract Cost.
BAC i Bids and Awards Committee.

Bid 1 A signed offer or proposal to undertake a contract submitted by a bidder in response to
and in consonance with the requirements of the bidding documents. Also referred to as
ProposalandTender.(2016 revised IRR, Section 5[c])

Bidder i Refers to a condictor, manufacturer, supplier, distributor and/or consultant who
submits a bid in response to the requirements of the Bidding Documents. (2016 revised IRR,
Section 5[d])

Bidding Documentsi The documents issued by the Procuring Entity as the basb&l$yr
furnishing all information necessary for a prospective bidder to prepare a bid for the Goods,
Infrastructure Projects, and/or Consulting Services required by the Procuring Entity. (2016
revised IRR, Section 5[€])

BIR T Bureau of Internal Revenue.
BSPT Bangko Sentral ng Pilipinas.
CDA i Cooperative Development Authority.

Consulting Services Refer to services for Infrastructure Projects and other types of projects
or activities of the GOP requiring adequate external technical and professionalkexibeutt

are beyond the capability and/or capacity of the GOP to undertake such as, but not limited to:
(i) advisory and review services; (ii) pmevestment or feasibility studies; (iii) design; (iv)
construction supervision; (v) management and relatedices; and (vi) other technical
services or special studies. (2016 revised IRR, Section 5[i])

Contract 1 Refers to the agreement entered into between the Procuring Entity and the
Supplier or Manufacturer or Distributor or Service Provider for procuremfe@oods and
Services; Contractor for Procurement of Infrastructure Projects; or Consultant or Consulting
Firm for Procurement of Consulting Services; as the case magdaecorded in the Contract
Form signed by the parties, including all attachmentd appendices thereto and all
documents incorporated by reference therein.

Contractor T is a natural or juridical entity whose proposal was accepted by the Procuring
Entity and to whom the Contract to execute the Work was awar@edtractor as used in
these Bidding Documents may likewise refer to a supplier, distributor, manufacturer, or
consultant.

CPI 1 Consumer Price Index.



DOLE i Department of Labor and Employment.
DTI i Department of Trade and Industry.

Foreign-funded Procurement or ForeignAssistedProject 1 Refers to procurement whose
funding source is from a foreign government, foreign or international financing institution as
specified in the Treaty or International or Executive Agreement. (2016 revised IRR, Section
5[b]).

GFI i Government Finanal Institution.
GOCC 1 Governmenbwned and/of controlled corporation.

Goods i Refer to all items, supplies, materials and general support services, except
Consulting Services and Infrastructure Projects, which may be needed in the transaction of
public businesses or in the pursuit of any government undertaking, project or activity,
whether in the nature of equipment, furniture, stationery, materials for construction, or
personal property of any kind, including nparsonal or contractual services suchtlae

repair and maintenance of equipment and furniture, as well as trucking, hauling, janitorial,
security, and related or analogous services, as well as procurement of materials and supplies
provided by the Procuring Eet at edd oor sdiama
serviceso shall i nclude, but i's not i mite
advertisements, health maintenance services, and other services essential to the operation of
the Procuring Entity. (2016 revised IRR, Section})5[

GOP1 Government of the Philippines.

Infrastructure Projects T Include the construction, improvement, rehabilitation, demolition,
repair, restoration or maintenance of roads and bridges, railways, airports, seaports,
communication facilities, civil wds components of information technology projects,
irrigation, flood control and drainage, water supply, sanitation, sewerage and solid waste
management systems, shore protection, energy/power and electrification facilities, national
buildings, school builthgs, hospital buildings, and other related construction projects of the
government. Also referred to ewil works or works (2016 revised IRR, Section 5[u])

LGUs 1 Local Government Units.

NFCC i Net Financial Contracting Capacity.

NGA i National Goverment Agency.

PCAB 1 Philippine Contractors Accreditation Board.

PhilGEPS - Philippine Government Electronic Procurement System.

Procurement Project T refers to a specific or identified procurement covering goods,
infrastructure project or consultingervices. A Procurement Project shall be described,
detailed, and scheduled in the Project Procurement Management Plan prepared by the agency
which shall be consolidated in the procuring entity's Annual Procurement Plan. (GPPB
Circular No. 062019 dated 13uly 2019)

PSAT Philippine Statistics Authority.



SEC1 Securities and Exchange Commission.
SLCC 1 Single Largest Completed Contract.

UN T United Nations.



Section I. Invitation to Bid

Notes on the Invitation to Bid

The Invitation to Bid (IB) provides information that enables potential Bidders to dg
whether to participate in the procurement at hand. The IB shall be posted in accq
with Section 21.2 of the 2016 revised IRR of RA No. 9184.

Apart from the essentigiems listed in the Bidding Documents, the IB should also indi
the following:

a. The date of availability of the Bidding Documents, which shall be from the tim
IB is first advertised/posted until the deadline for the submission and recs
bids;

b. The place where the Bidding Documents may be acquired or the website W
may be downloaded;

c. The deadline for the submission and receipt of bids; and
d. Anyimportant bid evaluation criteria.

The IB should be incorporated into the Bidding Document® information contained i
the IB must conform to the Bidding Documents and in particular to the rel
information in the Bid Data Sheet.




Republic of the Philippines

L o

y\““m”’“"’% NATIONAL POLICE COMMISSION
g 5 PHILIPPINE NATIONAL POLICE

S Ay POLICE REGIONAL OFFICE BAR
b o gl Camp BGen Salipada K Pendatun, Parang, Maguindanao

Invitation to Bid for the Construction of Kalingalan
CaluangSt andard Type AB/ CO0 MPES

1. ThePNP Police Regional Office BARthrough theNational Expenditur®rogram for
FY 2022 intends to apply the sum dix Million Four Hundred Eighty -Five
Thousand Pesog 6,485,@0.00) being the Approved Budget for the Contract (ABC)
to payments under the contract foonstruction of Kalingalan Caluang Standard
Ty pe 0 BS5B8uwdnMTB No. PROBAR-2021-019 Bids received in excess
of the ABC shall be automatically rejected at bid opening.

2. The PNP Police Regional Office BARnow invites bids for the above Procurement
Project. Completion of the Works is requiraithin 240 calendar days Bidders
should have completed a contract similar to the Project. The description of an eligible
bidder is contained in the Bidding Documents, particularly, in Section Il (Instructions
to Bidders).

3. Bidding will be conducted through op@ompetitive bidding procedures using non
di scr epasstfabarcy ift eri on as specified in the
and Regulations (IRR) of Republic Act (RA) No. 9184.

4. Interested bidders may obtain further information frieMP Police Regioal Office
BAR and inspect the Bidding Documents at the address given belowsfGihmAM
to 5:00 PM during working days.

5. A complete set of Bidding Documents may be acquired by interested bidders on
October 8, 2021 to November 92021 from given address dnwebsitebelow and
upon payment of the applicable fee for the Bidding Documents, pursuant to the latest
Guidelines issued by the GPPB, in the amourfieé Thousand Pesds 10,000.00)
The Procuring Entity shall allow the bidder to present its progfayiment for the
feesin person

6. The PNP Police Regional Office BARwill hold a PreBid Conference or©ctober
28, 2021 at exactly 9:00 AM at the Conference Room, Admin Building, Camp
BGen Salipada K Pendatun, Parang, Maguindanao and/or through
videoconfeencing/webcastingia zoom which shall beopen to prospective bidders.

7. Bids must be duly received by the BAC Secretariat through manual submission at the
office addresssindicated b®w on or befordNovember 9 2021 at 9:00 AM Late
bids shall not baccepted.

8. All bids must be accompanied by a bid security in any of the acceptable forms and in
the amount stated iTB Clause 15



10.

11.

12.

Bid opening shall be oNovember 9 2021 at 9:00 AMat the given addressBids
wi || be opened in the presence of the
the activity.

The PNP Police Regional Office BARreserves the right to reject any and all bids,
declare a failure of bidding, or not award the contract at any pimoe to contract
award in accordance with Sect®5.6 and41 of the 2016 revised Implementing
Rules and Regulations (IRRj RA No. 9184 without thereby incurring any liability
to the affected bidder or bidders.

For further information, please refer.

PLTCOL REYNALDO V GABUDAO

RBAC Secretariat PRO BAR

Camp BGen Salipada K Pendatun, Parang, Maguindanao
Contact No. 09982987523

E mail address: rld_proarmm@yahoo.com

Office Website: https://proarmm.pnp.gov.ph

You may visit the following websites:

Fordownloading oBidding Documents:
https://proarmm.pnp.gov.ph/index.php/transparency

Sad.
PABLO G LABRA I
Police Colonel
RBAC Chairman
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Section Il. Instructions to Bidders

Notes on the Instructions to Bidders

This Section on the Instruction to Bidders (ITB) provides the information necessa
bidders to prepare responsive bids, in accordance with the requirements of the Pi
Entity. It also provides information on bid submission, eligibility check, opening
evaluation of bids, posjualification, and on the award of contract.

11



Scope of Bid

The Procuring Entity,PNP Police Regional Office BARinvites Bids for the
Construction of Kalingalan CaluangSt andard Type AdaB/wighb MPS
Project Identification NumbdiTB No. PRO BAR-2021-019,

The Procurement Project (referred to her
Works, as descrilikin Section VI (Specifications).

Funding Information

2.1. The GOP through the source of funding as indicated belov2@Gae in the
amount of Six Million Four Hundred Eighty -Five Thousand Pesos
( 6,485,00000).

2.2. The source of funding i$3overnment of th@hilippines
Bidding Requirements

The Bidding for the Project shall be governed by all the provisions of RA No. 9184
and its 2016 revised IRR, including its Generic Procurement Manual and associated
policies, rules and regulations as the primary source thereof, while the herein clauses
shdl serve as the secondary source thereof.

Any amendments made to the IRR and other GPPB issuances shall be applicable only
to the ongoing posting,daertisement, or invitation tbid by the BAC through the
issuance of a supplemental or bid bulletin.

The Bidder, by the act of submitting its Bid, shall be deemed to have inspected the
site, determined the general characteristics of the contracted Works and the conditions
for this Project, such as the location and the nature of the work; (b) climatic
condtions; (c) transportation facilities; (c) nature and condition of the terrain,
geological conditions at the site communication facilities, requirements, location and
availability of construction aggregates and other materials, labor, water, electric
powerand access roads; and (d) other factors that may affect the cost, duration and
execution or implementation of the contract, project, or work and examine all
instructions, forms, terms, and project requirements in the Bidding Documents.

Corrupt, Fraudulent, Collusive, Coercive, and Obstructive Practices

The Procuring Entity, as well as the Bidders and Contractors, shall observe the
highest standard of ethics during the procurement and execution of the contract. They

or through an agent shall not engagecamrupt, fraudulent, collusive, coercive, and
obstructive practices defined under Anne
9184 or other integrity violations in competing for the Project.

Eligible Bidders

12



5.1. Only Bids of Bidders found to be legallyctaically, and financially capable
will be evaluated.

5.2.  The Bidder must have an experience of having completed a Single Largest
Completed Contract (SLCC) that is similar to this Project, equivalent to at
least fifty percent (50%) of the ABC adjusted, if essary, by the Bidder to
current prices using the PSAG6s CPI , e
Section 23.4.2.4 of the 2016 revised IRR of RA No. 9184.

A contract is considered to be fsimil
major categories of work stated in tRBS.

5.3. For Foreigafunded Procurement, the Procuring Entity and the foreign
government/foreign or international financing institution nagyee on another
track record requirement, as specified in the Bidding Document prepared for
this purpose.

5.4. The Bidders shall comply with the eligibility criteria under Section 23.4.2 of
the 2016 IRR of RA No. 9184.

Origin of Associated Goods

There is no restriction on the origin of Goods other than those prohibited by a
decision of the UN Security Council taken under Chapter VII of the Charter of the
UN.

Subcontracts

7.1. The Bidder may subcontract portions of the Project to the extent allowed by
the Procuring Entity as stated herein, but in no case more than fifty percent
(50%) of the Project.

The Procuring Entity has prescribed that:
a. Subcontracting is not allowed

7.1. [If Procuring Entity has determined that subcontracting is allowed during the
bidding , state:] The Bidder must submit together with its Bid the
documentary requirements of the subcontractodsinplying with the
eligibility criterial stated inlTB Clause 5in accordance wittsection 234 of
the 2016 revised IRR of RA No. 91@dirsuant to Section 23.1 thereof

7.2. [If subcontracting is allowed during the contract implementation stage, state:]
The Supplier may identify its subcontractor during the contract
implementation stage. Subcontractors identified during the bidding may be
changed during the implementation of this Contract. Subcontractors must
submit the documentary requirements undeatiSe 23.1 of the 2016 revised
IRR of RA No. 9184 and comply with the eligibility criteria specifiedTi8
Clause 5 to the implementimg end-userunit.

13



10.

7.3. Subcontracting of any portion of the Project does not relieve the Contractor of
any liability or doligation under the Contract. The Supplier will be responsible
for the acts, defaults, and negligence of any subcontractor, its agents, servants,
or workmen as fully as i f these were
negligence, or those of its agenservants, or workmen.

Pre-Bid Conference

The Procuring Entity will hold a p#eid conference for this Project on the specified
date and time and either at its physical addegsthe Conference Room, Admin
Building, Camp BGen Salipada K PendatunParang, Maguindanaoand/or throup
videoconferencing/webcastiag indicated in paragrag@of thelB.

Clarification and Amendment of Bidding Documents

Prospective bidders may request for clarification on and/or interpretation of any part
of the Bidding Documents. Such requests must be in writing and received by the
Procuring Entity, either at its given address or through electronic mail indicated in the
IB, at least ten (10) calendar days before the deadline set for the submission and
receipt of Bids.

Documents Comprising the Bid: Eligibility and Technical
Components

10.1. Thefirst envelope shall contain the eligibility and technical documents of the
Bid as specified inSection 1X. Checklist of Technical and Financial
Documents

10.2. If the eligibility requirements or statements, the bids, and all other documents
for submission to the BAC are in foreign language other than English, it must
be accompanied by translation in English, which shall be authenticated by
the appropriate Philippine foreign service establishment, post, or the
equi val ent of fice having jurisdiction
Philippines. For Contracting Parties to the Ajite Convention, only the
translated documents shall be authenticated through an apostille pursuant to
GPPB Resolution No. 13019 dated 23 May 2019. The English translation
shall govern, for purposes of interpretation of the bid.

10.3. A valid PCAB License 8 required, and in case of joint ventures, a valid
special PCAB License, and registration for the type and cost of the contract for
this Project. Any additional type of Contractor license or permit shall be
indicated in thé8DS.

104. A List of Contractor s key per sonnel
Engineers, Materials Engineers, and Foremen) assigned to the contract to be
bid, with their complete qualification and experience data shall be provided.
These key personnel must meed tkequired minimum years of experience set
in theBDS.

14



11.

12.

13.

14.

15.

105. A List of Contractoré6és major equi pment

under purchase agreements, supported by proof of ownership, certification of
availability of equipment from the equipmedassor/vendor for the duration of

the project, as the case may be, must meet the minimum requirements for the
contract set in thBDS.

Documents Comprising the Bid: Financial Component

11.1. The second bid envelope shall contain the financial documents f&idhaes
specified inSection IX. Checklist of Technical and Financial Documents

11.2. Any bid exceedinghe ABC indicated in paragraph 1 of th& shall not be
accepted.

11.3. For Foreigafunded procurement, a ceiling may be applied to bid prices
provided the condions are met under Section 31.2 of the 2016 revised IRR of
RA No. 9184.

Alternative Bids

Bidders shall submit offers that comply with the requirements of the Bidding
Documents, including the basic technical design as indicated in the drawings and
specifcations. Unless there is a value engineering clause B alternative Bids

shall not be accepted.

Bid Prices

All bid prices for the given scope of work in the Project as awarded shall be
considered as fixed prices, and therefore not subject to price escalation during
contract implementation, except under extraordinary circumstances as determined by
the NEDA and pproved by the GPPB pursuant to the revised Guidelines for Contract
Price Escalation guidelines.

Bid and Payment Currencies

14.1. Bid prices may be quoted in the local currency or tradeable currency accepted
by the BSP at the discretion of the Biddedowewer, for purposes of bid
evaluation, Bids denominated in foreign currencies shall be converted to
Philippine currency based on the exchange rate as published in the BSP
reference rate bulletin on the day of the bid opening.

14.2. Payment of theontract price shll be made iPhilippine Pesos.
Bid Security
15.1. The Bidder shall submit a Bid Securing Declaration or any form of Bid

Security in the amount indicated in tB®S, which shall be not less than the
percentage of the ABC in accordance with the schedule RIS

15



16.

17.

18.

19.

15.2. The Bid and bid security shall be valid urt0 days after the opening of
bids. Any bid not accompanied by an acceptable bid security shall be rejected
by the Procuring Entity as naesponsive.

Sealing and Marking of Bids
Each Bidder shall submit one copy of the first and second components of its Bid.

The Procuring Entity may request additional hard copies and/or electronic copies of
the Bid. Howeve failure of the Bidders to comply with the said request shall not be a
ground for disqualification.

If the Procuring Entity allows the submission of bids through online submission to the
given website or any other electronic means, the Bidder sHathisian electronic
copy of its Bid, which must be digitally signed. An electronic copy that cannot be
opened or is corrupted shall be considered-nesponsive and, thus, automatically
disqualified.

Deadline for Submission of Bids

The Bidders shall submit on the specified date and time and either at its physical
address or through online submission as indicated in paragehelB.

Opening and Preliminary Examination of Bids

18.1. The BAC shall open the Bids in public at the tjinom the date, and at the
place specified in paragraph 9Qoftlle The Bi ddersdé represe
present shall sign a register evidencing their attendaroe.case
videoconferencing, webcasting or other similar technologies will be used,
attendance of participants shall likewise be recorded by the BAC Secretariat.

In case the Bids cannot be opened as scheduled due to justifiable reasons, the
rescheduling rguirements under Section 29 of the 2016 revised IRR of RA
No. 9184 shall prevail.

18.2. The preliminary examination of Bids shall be governed by Section 30 of the
2016 revised IRR of RA No. 9184.

Detailed Evaluation and Comparison of Bids

19.1. The Procuringent i t yds BAC shall i mmedi ately
of all Passkd wu s it -digretiir@any pass/fail criteria. The BAC
shall consider the conditions in the evaluation of Bids under Section 32.2 of
2016 revised IRR of RA No. 9184.

19.2. If the Project allows partial bids, all Bids and combinations of Bids as
indicated in theBDS shall be received by the same deadline and opened and
evaluated simultaneously so as to determine the Bid or combination of Bids
offering the lowest calculated cost the Procuring Entity. Bid Security as

16



20.

21.

required byITB Clause 16 shall be submitted for each contract (lot)
separately.

19.3. In all cases, the NFCC computation pursuant to Section 23.4.2.6 of the 2016
revised IRR of RA No. 9184 must be sufficidat the btal of the ABCs for
all the lots participated in by the prospective Bidder.

Post Qualification

Within a nonrextendible period of five (5) calendar days from receipt by the Bidder of
the notice from the BAC that it submitted the Lowest CalculatedtBa&lBidder shall
submit its latest income and business tax returns filed and paid through the BIR
Electronic Filing and Payment System (eFPS), and other appropriate licenses and
permits required by law and stated in BIBS.

Signing of the Contract
The documents required in Section 37.2 of the 2016 revised IRR of RA No. 9184

shall form part of the Contract. Additional Contract documents are indicated in the
BDS.

17



Section Ill. Bid Data Sheet

Noteson the Bid Data Sheet (BDS)

The Bid Data Sheet (BDS) consists of provisions that supplement, amend, or spe
detail, information, or requirements included in the ITB found in Section Il, which
specific to each procurement.

This Section is intesed to assist the Procuring Entity in providing the specific informatic
relation to corresponding clauses in the ITB and has to be prepared for each
procurement.

The Procuring Entity should specify in the BDS information and requirementicpethe
circumstances of the Procuring Entity, the processing of the procurement, and t
evaluation criteria that will apply to the Bids. In preparing the BDS, the following as
should be checked:

a. Information that specifies and complementsovisions of the ITB must b
incorporated.

b. Amendments and/or supplements, if any, to provisions of the ITB as necessita
the circumstances of the specific procurement, must also be incorporated.

18



Bid Data Sheet

ITB Clause

5.2

For this purpose, contracts similar to the Project refer to contracts which
the same major categories of work, which shall@enstruction Works

7.1 Subcontracting is not allowed
10.3 With PCAB License at least Categdi@ & Do.
10.4 The key personnel must meet the required minimum years of experien

below:

Key Personnel General ExperienceRelevant Experiere
Project Manager Five (5) Years Fivg5) Years
Project Engineer Three (3) Years Three (3) Years
Materials Engineer One (1) Year One (1) Year
Safety Officer 2 One (1) Year One (1) Year
General Foreman Five (5) Years Five (5) Years
The Iist of Contractords key per

subscribed by a Notg Public;

Each Key Personnel must be supported by:
1. Resum&DS
2. Valid PRC Licensg

3. Valid DPWH Accreditation Certificate and Accreditation ID (for Materi
Engineer); and

4. Certificate of Completion of Construction Safety and Heaitining (for
Safety Officer).

Each Key Personnel shall comply with the following placement:

A Project Manager may be employed to a specific project at the same tim
act as a Project Engineer provided that he/she is a Licensed Civil Engine
possesses threquired trainings, qualification and experience to undertake
project.

A Project Engineercan only be employed to two (2) projects at the same
time, provided that the travel distance between the project sites shall not
more than 50 kilometers; oeltan be employed to a maximum of four (4)
projects, provided that the project sites are within 1 kilometer radius

Materials Engineer maybe employed ta maximum ofive (5) projecs.
Mustbeaccredited Materials Engineer Certificate from DPWH.

Safety Officer shall beexclusivelyemployed taonly one (1) project. Must
havea certificate of COSH from DOLE.

General Foremanshall be exclusively employed to the project/contract to
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bid.

ANo key personnel shall hold dua
10.5 The minimum major equipment requirements are the following:
Equipment Capacity Number of Units
Concrete Mixer 1.0 bagger 1
Welding Machine - 1
Electric Drill - 1
Electric Rebar Cutter - 1
*The list of contractords equi pment mu s
documents, lease and/or purchase agreements, €FR for vehicles.
12 No further instruction.
15.1 The bid security shall be in the form of a Bid Securing Declaration or a
the following forms anémounts:
a. The amount of not less thane Hundred Twenty-Nine Thousand
Seven Hundred P e s 0 $29,70000), if bid security is in cash
cashierbds/ manager 6s check, b a
of credit;
b. The amount of not less thaifhree Hundred Twenty-Four
Thousand Two Hundred Fifty Pesoy 324,25000), if bid security is
in Surety Bond.
16 Each Bidder shall subm®ne (1) Copyoriginal andTwo (2)copies (COPY 1

and COPY 2)of the first and second components of its bid. Documents
under Original Copy should beoriginal or a copy duly authenticated by
the issuing agencySubmitted bid must be tabbed and arranged in a sequ
pattern in consonance with Section IX. Checklist of Technical and Fing
Documents The original copy of the financial component must
accompanied with &SB containing all the soft copies (Excel format) of {
detailed cost estimatesd the cash flow by quartdfor Copy 1 and Copy 2
must becertified true copy from the original signed by the authorized
representative Failure to submit or absence of the required Eligibi
Technical and Financial component of the bid will consitdisqualification
using Pass or Fail Criterion.

MARKINGS:

The Original Envelope for Eligibility and Technical Documestsall be
marked as:

To: PABLO G LABRA I
Police Colonel
REGIONAL BIDS AND AWARDS COMMITTEE
Police Regional Office BAR
Camp BGen Salipada K Pendatun
Parang, Maguindanao
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Name of Company/Bidder:
Business Address:
Project/Procurement Activity:
ITB No.:

(ORIGINAL COPY)
Eligibility and Technical Documents

ADO NOT OPEN BEFOREDO
(Indicate date and time)

The COPY 1 Envelope shall be marked as:

To: PABLO G LABRA Il
Police Colonel
REGIONAL BIDS AND AWARDS COMMITTEE
Police Regional Office BAR
Camp BGen Salipada K Pendatun
Parang, Maguindanao

Name of Company/Bidder:
Business Address:
Project/Procurement Activity
ITB No.

(COPY 1)
Eligibility and Technical Documents

ADO NOT OPEN BEFORE
(Indicate date and time)

The COPY 2 Envelope shdlk marked as:

To: PABLO G LABRA I
Police Colonel
REGIONAL BIDS AND AWARDS COMMITTEE
Police Regional Office BAR
Camp BGen Salipada K Pendatun
ParangMaguindanao

Name of Company/Bidder:
Business Address:
Project/Procurement Activity
ITB No.

(COPY 2)
Eligibility and Technical Documents
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ADO NOT OPEN BEFORE
(Indicate date and time)

The Original Envelope for Financial Documestall be marked as:

To: PABLO G LABRA I
Police Colonel
REGIONAL BIDS AND AWARDS COMMITTEE
Police Regional Office BAR
Camp BGen Salipada K Pendatun
Parang, Maguindanao

Name of Company/Bidder:
Business Address:
Project/Procurement Activity
ITB No.

(ORIGINAL COPY)
Financial Documents

ADO NOT OPEN BEFOREDO
(Indicate date and time)

The COPY 1 Envelope for Financial Documents shall be marked as:

To: PABLO G LABRA I
Police Colonel
REGIONAL BIDS AND AWARDS COMMITTEE
Police Regional Office BAR
Camp BGen Salipada K Pendatun
Parang, Maguindanao

Name of Company/Bidder:
Business Address:
Project/Procurement Activity
ITB No.

(COPY 1)
Financial Documents

ADO NOT OPEN BEFORE
(Indicate date and time)

The COPY 2 Envelope for Financial Documents shall be marked as:

To: PABLO G LABRA I
Police Colonel
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REGIONAL BIDS AND AWARDS COMMITTEE
Police Regional Office BAR

Camp BGen Salipada K Pendatun

Parang, Maguindanao

Name of Company/Bidder:
Business Address:
Project/Procurement Activity
ITB No.

(COPY 2)
Financial Documents

ADO NOT OPEN BEFORE
(Indicate date and time)

Note: All Original,Copy 1 and Copy 2 Documents will be kept in favor of
Procuring Entity, However, suppliers who opted to withdraw their

documents may submit atlet request addressed to thBAL for approval.

19.2 Partial bids ar@otallowed
20 No furtherinstructions.
21 Bidders must secure @ertificate of Site Inspection duly signed by the er

user 6 s He a dulyauthor@dd fepresentatove
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Section IV. General Conditions of Contract

Notes on the GeneraConditions of Contract

The General Conditions of Contract (GCC) in this Section, read in conjunction wi
Special Conditions of Contract in Section V and other documents listed therein, shod
complete document expressing all the rights and attigs of the parties.

Matters governing performance of the Contractor, payments under the contract, or
affecting the risks, rights, and obligations of the parties under the contract are include
GCC and Special Conditions of Contract.

Any complementary information, which may be needed, shall be introduced only throu
Special Conditions of Contract.
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Scope of Contract

This Contract shall include all such items, although not specifically mentioned, that
can be reasonably inferred as being required for its completion as if such items were
expressly mentioned herein. All the provisions of RA No. 9184 and its 2016 revised
IRR, including the Generic Procurement Manual, and associated issuances, constitute
the primary source for the terms and conditions of the Contract, and thus, applicable
in contract implementationHerein clauses shall serveths secondary source foreth

terms and conditions of the Contract.

This is without prejudice to Sections 74.1 and 74.2 of the 2016 revised IRR of RA
No. 9184 allowing the GPPB to amend the IRR, which shall be applied to all
procurement activities, the advertisement, posting, \atation of which were issued
after the effectivity of the said amendment.

Sectional Completion of Works

If sectional completion is specified in ti&pecial Conditions of Contract (SCC)
references in the Conditions of Contract to the Works, the GamoplDate, and the
Intended Completion Date shall apply to any Section of the Works (other than
references to the Completion Date and Intended Completion Date for the whole of the
Works).

Possession of Site

3.1 The Procuring Entity shall give possession of all or parts of the Site to the
Contractor based on the schedule of delivery indicated IrS®&, which
corresponds to the execution of the Works. If the Contractor suffers delay or
incurs cost from failuremthe part of the Procuring Entity to give possession
i n accordance wi t h t he t er ms o f t hi
Representative shall give the Contractor a Contract Time Extension and certify
such sum as fair to cover the cost incurred, which shall be paid by
Procuring Entity.

3.2 If possession of a portion is not given by the above date, the Procuring Entity
will be deemed to have delayed the start of the relevant activities. The
resulting adjustments in contract time to address such delay enagdoessed
through contract extension provided un
of RA No. 9184.

The Contractoros Obligations

The Contractor shall employ the key personnel named in the Schedule of Key
Personnel indicating their designation, in @dance withITB Clause 10.3 and
specified in théBDS, to carry out the supervision of the Works.

The Procuring Entity will approve any proposed replacement of key personnel only if
their relevant qualifications and abilities are equal to or better tihase of the
personnel listed in the Schedule.
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Performance Security

5.1. Within ten (10) calendar days from receipt of the Notice of Award from the
Procuring Entity but in no case later than the signing of the contract by both
parties, the successful Bidddradl furnish the performance security in any of
the forms prescribed in Section 39 of the 2016 revised IRR.

5.2. The Contractor, by entering into the Contract with the Procuring Entity,
acknowledges the right of the Procuring Entity to institute action putrsaa
RA No. 3688 against any subcontractor be they an individual, firm,
partnership, corporation, or association supplying the Contractor with labor,
materials and/or equipment for the performance of this Contract.

Site Investigation Reports

The Contractor, in preparing the Bid, shall rely on any Site Investigation Reports
referred to in th&CC supplemented by any information obtained by the Contractor.

Warranty

7.1. In case the Contractor fails to undertake the repair works under Sectiah 62.2.
of the 2016 revised IRR, the Procuring Entity shall forfeit its performance
security, subject its property(ies) to attachment or garnishment proceedings,
and perpetually disqualify it from participating in any public bidding. All
payables of the GOP inghfavor shall be offset to recover the costs.

7.2. The warranty against Structural Defects/Failures, except that occasioned
force majeure, shall cover the period from the date of issuance of the
Certificate of Final Acceptance by the Procuring Entity. cHjpeduration of
the warranty is found in theCC.

Liability of the Contractor

Subject to additional provisions, if any, setforthin8@C, t he Contr act or ¢
under this Contract shall be as provided by the laws of the Republic of the
Philippines.

If the Contractor is a joint venture, all partners to the joint venture shall be jointly and
severally liable to the Procuring Entity.

Termination for Other Causes

Contract termination shall be initiated in case it is determpréada facie by the
Procuring Entity that the Contractor has engaged, before, or during the
implementation of the contract, in unlawful deeds and behaviors relative to contract
acquisition and implementation, such as, but not limited to corrupt, fraudulent,
collusive, oercive, and obstructive practices as statdd@iinClause 4.
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10.

11.

12.

13.

14.

15.

Dayworks

Subject to the guidelines on Variation Or
RA No. 9184, and if applicable as indicated in 8@C, the Dayworks rates in the

Cont r aBdtshalt b sised for small additional amounts of work only when the
Procuring Entityods Representative has gi
additional work to be paid for in that way.

Program of Work

11.1. The Contractor shall submit to the Procuribgnt i t y 6 s Represen:
approval the said Program of Work showing the general methods,
arrangements, order, and timing for all the activities in the Works. The
submissions of the Program of Work are indicated irSiG€.

11.2. The Contractor shall submiot t he Procuring Entityos
approval an updated Program of Work at intervals no longer than the period
stated in theSCC. If the Contractor does not submit an updated Program of
Wor k within this period, the Procuri ng
the amount stated in tH&CC from the next payment certificate and continue
to withhold this amount until the next paymefter the date on which the
overdue Program of Work has been submitted.

Instructions, Inspections and Audits

The Contractor shall permit the GOP or the Procuring Entity to inspect the
Contractords accounts and r eQowoiractbsandte | at i n
have them audited by auditors of the GOP or the Procuring Entity, as may be
required.

Advance Payment

The Procuring Entity shall, upon a written request of the Contractor which shall be
submitted as a Contract document, make an advance payment to the Contractor in an
amount not exceeding fifteen percent (15%) of the total contract price, to be made in

lump sum, or at the most two installments according to a schedule specified in the

SCC, subject to the requirements 1in Anne:
9184.

Progress Payments

The Contractor may submit a request for payment for Work accomplisBedh
requests for payment shall be wverified
Representative/Project Engineer. Except as otherwise stipulated i’5CGke
materials and equipment delivered on the site but not completely put in place shall not
be ircluded for payment.

Operating and Maintenance Manuals
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151. | f required, the Contractor wild/l pr ovi
and maintenance manuals as specified IrSIOE.

15.2. If the Contractor does not provide the Drawings and/or manuals by the da
stated above, or they do not receive
approval, the Procuring Entityos Repr
stated in th&&CC from payments due to the Contractor.
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Section V.Special Conditions of Contract

Notes on the Special Conditions of Contract

Similar to the BDS, the clauses in this Section are intended to assist the Procuring E
providing contracspecific information in relation to corresponding clauses in G@&C
found in Section IV.

The Special Conditions of Contract (SCC) complement the GCC, specifying conti
requirements linked to the special circumstances of the Procuring Entity, the Prg
Entityds country, the s prepariogthis Sactod, the follewin
aspects should be checked:

a. Information that complements provisions of the GCC must be incorporated.

b. Amendments and/or supplements to provisions of the GCC as necessitateg
circumstances of the specific purcbasust also be incorporated.

However, no special condition which defeats or negates the general intent and purposg
provisions of the GCC should be incorporated herein.
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Special Conditions of Contract

GCC Clause

2

Completion date is withi240 calendar daysupon receipt of Notice T
Proceed.

4.1

Upon receipt of Notice To Proceed.

6

The site investigation reports aione

7.2

In case of permanent structures, such as buildings of types 4 ar
classifiedunder the National Building Code of the Philippines and (
structures made of steel, iron, or concrete which comply with rel
structural codes (e.g., DPWH Standard Specifications), such as, |
limited to, steel/concrete bridges, flyovers, aftrmovement area
ports, dams, tunnels, filtration and treatment plants, sewerage sy
power plants, transmission and communication towers, railway sy
and otherisnilar permanent structurebifteen (15) years

10

a. No dayworksare applicable to the contract.

111

The Contractor shall submit the Program of Work to the Proct
Entityds Reprswewmr(@)tcadndadays ovdelivdryi of
the Notice of Award.

11.2

The amount to be withheld for late submission of aratgml Program o
Work is Twenty Five Percent (25%) of the amount of the next prog
billing.

13

The amount of the advance paymentfifieen percent (15%) after
Contractor has fully mobilized the initial materials requirement and
personnel indicated in its approved manpower utilization schedul
specified in the Bid Document.

14

Materials and equipment delivered on the site but not completely f
place shalhot be included for payment.

15.1

The date by which operating and maintenance manuals are reqt
before issuance of one hundred percent (100%) completion by t
Head of Implementing Office (HIO)

The date by whi c herdgared ishponiissuante of
one hundred percent (100%) completion by the officem-charge of
the construction (OICC).

15.2

The amount to be withheld for
and/or operating and maintenance manuals by the datee@qsir0%
of the contract price.
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Section VI. Specifications

Notes on Specifications

A set of precise and clear specifications is a prerequisite for Bidders to re
realistically and competitively to the requirements of the Procuring Emtitiiout
qualifying or conditioning their Bids. In the context of international competitive bidc
the specifications must be drafted to permit the widest possible competition and,
same time, present a clear statement of the required standavdskofanship, materialg
and performance of the goods and services to be procured. Only if this is done

objectives of economy, efficiency, and fairness in procurement be realized, respons
of Bids be ensured, and the subsequent task of evi@uation facilitated. Th
specifications should require that all goods and materials to be incorporated in the
be new, unused, of the most recent or current models, and incorporate all
improvements in design and materials unless provideshwtse in the Contract.

Samples of specifications from previous similar projects are useful in this respect. T
of metric units is mandatory. Most specifications are normally written specially b
Procuring Entity or its representative to gbe Works at hand. There is no standard s¢
Specifications for universal application in all sectors in all regions, but there
established principles and practices, which are reflected in these PBDs.

There are considerable advantages in standagdi@eneral Specifications for repetiti
Works in recognized public sectors, such as highways, ports, railways, urban h
irrigation, and water supply, in the same country or region where similar cono
prevail. The General Specifications shoulnier all classes of workmanship, materiz
and equipment commonly involved in construction, although not necessarily to be
a particular Works Contract. Deletions or addenda should then adapt the (
Specifications to the particular Works.

Cae must be taken in drafting specifications to ensure that they are not restrictive.
specification of standards for goods, materials, and workmanship, recognized interr|
standards should be used as much as possible. Where other partcwardst are use
whether national standards or other standards, the specifications should state tha
materials, and workmanship that meet other authoritative standards, and which
substantially equal or higher quality than the standards amaj will also be acceptabl
The following clause may be inserted in the SCC.

Sample Clause: Equivalency of Standards and Codes

Wherever reference is made in the Contract to specific standards and codes to be
the goods and materials to be fisived, and work performed or tested, the provision
the latest current edition or revision of the relevant standards and codes in effe
apply, unless otherwise expressly stated in the Contract. Where such standards a
are national, or rate to a particular country or region, other authoritative standard
ensure a substantially equal or higher quality than the standards and codes specifie
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accepted subject to the Procuring En
corsent. Differences between the standards specified and the proposed alts
standards shall be fully described in writing by the Contractor and submitted
Procuring Entityos Reight(28sdays priartoithe dateavhee
Contractor desires the Procuring Ent
Procuring Entityds Representative det
substantially equal or higher quality, the Contractor shall comply with thelasids
specified in the documents.

These notes are intended only as information for the Procuring Entity or the
drafting the Bidding Documents. They should not be included in the final Big
Documents.
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Specifications

CARPENTRY AND JOINERY WORKS
HARDWARE

ARCHITECTURAL FINISHES

DOORS

TILEWORKS

PLUMBING AND SANITARY WORKS
ELECTRICAL WORKS

PAINTING WORKS
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A. CARPENTRY AND JOINERY WORKS

SCOPE OF WORK

The work to be done under this Item consétfurnishing all required materials,
fabricated woodwork, tools, equipment and labor and performing all operations necessary for
the satisfactory completion of all carpentry and joinery works in strict accord with applicable
drawings, details and theseeggications.

A.1 MATERIAL REQUIREMENTS

Lumber

Lumber of the different species herein specified for the various parts of the structure
shall be well seasoned, sawn straight,-dued or kilndried and free from defects such as
loose and unsound knotgigh, pockets, sapwood, cracks and other imperfections impairing
its strength, durabilityrad appearance.

A.2 CONSTRUCTION REQUIREMENTS

A. Quality of Materials

All materials to be incorporated in the carpentry and joinery works shall be of
approved qualityas specified. Before using, all materials shall have been inspected and
accepted by thREU supervising Engineer.

B. Shop Drawings

Complete Shop Drawings with essential dimension and details of construction, as may
be required by the supervising Architect or Engineer in connection with carpentry and joinery
work, shall be submitted for approval before proceeding with the work.

B. HARDWARE
SCOPE OF WORK

This Item shall consist of furnishing and installing all building hardware required to
ensure rigidity of joints or connections of the different parts of the structure and equipment in
a satisfactory operating condition parts of theicture such as doors, windows, cabinets,
lockers, drawers and other similar operating parts as indicated on the plans and in accordance
with this Specifications.

MATERIAL REQUIREMENTS

Rough Hardware
All rough hardware such as nails, screws,daggws, bolts and other related fasteners
required for carpentry work shall be first class quality and locally available.

A. Finishing Hardware

All finishing hardware consisting of locksets, latches, bolts and other devices, door
closers, knobs, handles,ngies, and other similar hardware shall be first class quality
available locally and conforming with the Specifications.

Note: All hardware to be to be purchased by the Contractor shall be submitted first to thREU
supervising Architect or Engineer for approval before ordering them.
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C. ARCHITECTURAL FINISHES

1. FLOORING - Use unglazed ceramic tiles
See attached floor pattern and schedule of finishes.

2. CEILING - Used light metal frames using metal furring charamel
5 mm x 1.2m x 2.4m Marine Plywood for ceiling boards.
- Color of tiles, floor, ceiling materials and patterns shall be approved by
REU representative

3. PAINTING - refer toREU representativior the approved PNP color scheme.

D. DOORS

Aluminum Glass Doors
SCOPE OF WORK

This Items shall consist of furnishing all aluminum glass door and window materials,
labor, tools and equipment required in undertaking the proper installation as shown on the
Plans and in accordance with this Speciiazs.

MATERIAL REQUIREMENTS

1. Frames and panel members shall be fabricated from extruded aluminum sections
true to details with clean, straight, sharply defined profiles and free from defects impairing
strength, durability and appearance.

2. Extrudedaluminum sections shall conform to the specifications requirements of
ASTM B-211.

3. Screws, nuts, washers, bolts, rivets and other miscellaneous fastening devices
shall be made of necorrosive materials such as aluminum and stainless steel.

4. Hardware foffixing and locking devices shall be closely matched to the extruded
aluminum section and adaptable to the type and method of opening.

5. Main Door. Aluminum framed double swing door with sidelight. Powder coated
blue for framing is preferred.

E. TILEWORKS
SCOPE OF WORK

This Items shall consist of furnishing all Ceramic Tiles and cementitious materials,
tools and equipment including labor required in undertaking the proper installation of walls
and floor tiles as shown on the Plans and in accordance vgt8pRcifications.

E.1 MATERIAL REQUIREMENTS

A. Glazed Tiles and Trim

1. Glazed tiles and trims shall have an impervious face of ceramic materials fused
on to the body of the tiles and trims.
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2. The glazed surface may be clear white or colored depending on the color scheme
approved by the Architect ®EU Supervising Engineer

3. Glazed ceramic tiles shall be used for floors.
E.2 CONSTRUCTION REQUIREMENT

Tile work shall not be started until ughingins for plumbing, electrical and other
trades have been completed and tested. The work of all other trades shall be protected from
any kind damages.

All works performed under this Item shall be made in square meters for areas actually
laid with ceramic tiles and accepted to the satisfaction of the Architect or Engineer.

F. PLUMBING AND SANITARY WORKS

SCOPE OF WORK

The work includes new plumbing system and related work. The work also include
providing roughingn and making final plumbingconnections to equipment furnished
provide each system complete and ready for operation. Plumbing system including fixtures,
equipment, materials, installation, and workmanship shall be in accordance with the
plumbing Code, except as modified herein. Plungbsystem shall include all water and
sanitary piping buried and above ground.

F.1 MATERIAL REQUIREMENTS

All piping materials, fixtures and appliances fitting accessories whether specifically
mentioned or not but necessary to complete this #teafl be furnished and installed.

A. Plastic Pipes

1. Unless otherwise specified or shown on drawings all tube pipes to be use in this
project shall be plastic or synthetic materials.

2. For rigid type of connections, the following shall be used: Polyvinyl @tdor
(PVC); Chlorinated Polyvinyl Chloride (CPVC); Unplasticized Polyvinyl Chloride (uPVC);
Acrylonitrile Butadiene Styrene (ABS); Polypropylene (PP) and Styrene Rubber Plastic (SR).

3. Plastic pipes shall be free defects, sound and perfectly moldeddnedaps, pin
holes or other imperfections and shall be neatly dressed with its end.

4. Plastic Pipe, Fitting and Solvent Cement.
5. Polyvinyl Chloride (PVC) System-3000 and Gl pipe system.
6. Above ground piping
7. Plastic Pipe, Fittings and Solvent Ceme&t1000
B. Plumbing Fixtures and Fittings

1. All fittings and trimmings for fixtures shall be chromium plated and polished
brass unless otherwise approved.
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2. Exposed traps and supply pipes for fixtures shall be connected to the reumghing
piping system at thevall unless otherwise indicated on the Plans.

3. Built in fixtures shall be watertight with provision of water supply and drainage
outlet, fitting and trap seal.

a. Lavatory with rear overflow and cast 102 mm faucet holes on centers
furnished complete withrele valve/supply pipe,-Bap. Color shall be chosen by the
owner.

b. Built in appliances such as sink shall be installed as indicated on the Plans .
Color and type of fixtures shall be approvedRiU representative

F.2 CONSTRUCTION REQUIREMENT

The Contractor before any installation work is started shall carefully examine the
Plans and investigate actual structural and finishing work condition affecting all his work.
Where actual condition necessitates a rearrangement of the approved layQantiiaetor
shall prepare Plan(s) of the proposed pipe layout for approval by the supervising Architect or
Engineer.

A. Water Lines, Fittings and Connections

1. The water supply piping shall be extended to all fixture, outlets, and equipment
from the gate valweinstalled in the branch near the riser.

2. All pipes shall be cut accurately to measurements and shall be worked into place
without springing or forcing.

3. All service pipes, valves and fittings shall be kept at sufficient distance from
other work to permifinished covering not less than 12 mm from such work or from finished
covering on the different service.

4. Pipe drain indicate on the drawings shall consist of 12 mm globe valve with
renewable disc and installed at low points on the cold water pipingas@lt piping shall
slope 10 cm. in 30 meters.

5. All pipes to be threaded shall be reamed before threading. All screw joints shall
be made with graphite and oil or with an approved graphite compound applied to make thread
only.

6. Gates ValvesManufacturers standardization society of the valve and fittings
industry (MSS) Publication SB0 Class 125 sizes 22 inches and larger shall conform to
MSS SR70, class 125.

B. Inspection, Warranty Test and Disinfection

All pipes, fittings, traps fixturg, appurtenances and equipment of the plumbing and
drainage system shall be inspected and approved by the supervising Architect or Engineer to
assure compliance with all requirements of applicable Codes and Regulations referred to in
this Specifications.

Note: Color and type of fixtures shall be approved byREU representative
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G. ELECTRICAL WORKS

SCOPE OF WORK

The work under this Division consist of furnishing all materials, equipment tools,
labor and all other services necessary to complete and make ready for operation the Electrical
Power and Lighting System described below and or indicated in the Electiare i
accordance with the latest edition of the Philippine Electrical Code and this Specifications
and General Conditions of the Contract.

G.1 WORK INCLUDED

The work shall include the following furnishing and installation, each complete and in
proper operation condition, unless otherwise stated in these specifications:

a. Panelboards at various locations including circuit breakers/low voltage
switchgears and all its accessories as indicated in the electrical riser diagram;

b. Feeder and branch circuibnductors with necessary conduits approved type of
fittings and devices as indicated on the electrical plans;

c. All types of utilization devices, outlets and wall switches with proper cover
plates;

d. Alllighting fixtures, wiring devices and necessarying of the building;

e. All other items as stated, specified and as shown in these specifications and
plans.

f. Complete conduit system, boxes and faceplates, telephone terminal cabinet
blocks including the cable of telephone and intercom system and telepdroree entrance
cable,

g. Complete grounding system and lighting protection,
h. Perform terminations for all electrical system and complete testing,

i. Application of electric power service connection including preparation of all
necessary plans, forms and related documents, payment of government fees and charges, and
coordination with the local electric utility company and other authorities or persasigad
in the procedure.

J.  Preparation of ABuilt: plans and drawings,

k. If anything has been omitted in any item of work or materials, usually furnished
which are necessary for the completion of the Electrical Work as outlined herein before, then
such itens must be and are hereby included in this Division of the work.

G.2 CODES, INSPECTIONS, PERMITS & FEES

a. The work under this contract is to be installed according to the requirements of
the latest edition of the Philippine Electrical Code (PEC), Underwriters Laboratories, Inc
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(uL) , Nati onal El ectrical Manufacturero6s Ass
(LEC), the rules and regulations of Local Authorities.

b. All permit and electrical fees required of this work shall be obtained by and at the
expense of the contractor. The Contractor shall furnish the ES Electrical Engineer and the
owner (end user) finaertificates of Electrical Inspection and approval from the proper
government authorities after completion of the work. The contractor shall preparduailk as
plans and all forms and documents required by the approving authorities.

c. Electrical Service pAplication including drawings for this work shall be obtained
by and at the expense of the contactor. The contractor shall comply with all the requirements
of the utility companies with regards to the service applications.

G.3 MATERIALS & METHODS
G.31 Wires & cables

a. All wires shall be copper, seftrawn and shall be of at least 98% conductivity or
higher. It shall be smooth and true and of cylindrical form and shall be within 1% of the
actual size called for.

b. All wires shall comply within theequirements of the Underwriters Laboratories
and as they apply to the particular usage.

c. Wires and cables for lighting and power systems shall be plastic insulated for 600
Volts working pressure, type ATHHNOowmnNnl ess o

d. All wires shall be stranded copper.

e. For lighting and power system, no wire smaller than 3.5 simall be used except
for control leads and otherwise noted.

f.  All wires and cables shall be as manufactured by Phelps Dodge, Columbia,
American Wire and @ble, Far East Wire and Cable or Approved Equivalent.
G.3.2 Conduits

a. Conduits for interior systems shall be standard Polyvinyl Chloride (PVC) for
electrical purpose, heavy walled or approved equivalent.

b. Service entrance conduit shall be Rigid S@ahduit (RSC).

c. No conduit shall be used in any system smaller than 12.7mm (1/2 inch) diameter
electric trade size nor shall have more than four (90) degree bends in any one run and where
necessary, pull boxeshall be provided as directed.

d. No wire shallbe pulled into any conduit until the conduit system is complete in
all details; in the case of concealed work until all rough plastering or masonry has been
completed and in the case of exposed work until the conduit work has been completed in
every detalil

e. The ends of all conduits shall be tightly plugged to exclude plaster, dust and
moisture while in progress of construction. All conduits shall be reamed to remove all burns.
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f.  All pipes and fittings on exposed work shall be secured by means of metal clips
which shall be held in place by means of machine screws. When running over concrete
surfaces, the screws shall be held in place by means of expansion sleeves. All pipes on
exposed work shall be run at right angles to and parallel with the surroundisganélishall
conform to the form of the ceiling. No diagonal runs shall be allowed and all bends and
offsets shall be avoided as much as possible. Where necessary conduit fittings shall be used.
Piping in all cases, it shall be run perfectly straight and, tsatisfactory to the Architect and
the Engineers. Conduits shall be supported at 1.5M intervals maximum, or per PEC
requirements.

g. Rigid steel conduits installed outside building in contact with the soil shall be
coated with asphalt paint and wrapglpwith asphalt/rubber tape. An additional cost of asphalt
paint shall be applied over the asphalt/rubber tape.

G.3.3 Junction & pull boxes

a. All outlets of whatever kind, for all systems, there shall be provided a suitable
fitting, which shall be either box or other device especially designed to receive the type of
fitting to be mounted thereon,;

b. The Contractor shall consult with the Electrical Engineer of ES as to the nature of
the various fittings to be used before installing the outlet fittings, laaltl @nform strictly in
the use of fittings, to the nature of the appliance to be mounted on them so that the work,
when completed will be of finished design.

c. All outlets on concealed conduit wakprovide galvanized pressed steel outlet
boxes of standd make. These boxes shall be in all cases standard and where such boxes are
not available on the market special boxes shall be secured by the Contractor at his own
expense. In general, outlet boxes shall be at least 104mm x 53mm deep and #16 minimum
gaugs.

d. Junction and pull boxes, of Code gauge steel, galvanized shall be provided as
indicated or as required for facilitating the pulling of wires and cables. Pull boxes in finished
places shall be located and installed with the permission and to thedatisfof the
Electrical Engineer.

e. Alljunction and pull boxes on exposed conduit work shall be provided with hubs
for threaded pipe entry and covers provided with neoprene gaskets.

G.3.4 Wall switches

a. Wall switches shall be rated at 15 amperes, 230 volts AC. Switches shall be of
the quiet type, spring operated. The type of switch shall be tumbler operation and the color,
plating and appearance of wall plates shall be as selected by the Architect®Engine
Appropriate samples shall be submitted prior to the purchases of wall switches and
faceplates. Switches shall be as manufactured by G.E., Bryant, Rubbel, National Electrical
Products, H & H, or approved equal.

G.3.5 Wall receptacles / convenience olgtts

a. Receptacle outlets, in general, shall be for flush mounting, duplex type rated at
15 ampere, 230 volts parallel slots grounding type unless otherwise indicated on drawings.
Type and color or receptacle outlet and plates shall be as selected by dimeeEn
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Appropriate samples of outlets and plates shall be submitted prior to purchase of devices.
Receptacles shall be manufactured by G.E., Bryant, Rubbel or approved equal.

b. Lighting outlet for post lamp shall be water tight and with spherical cleas gla
cover with metal guard.

G.3.6 Plates

a. All switches and receptacle plates shall be of stainless satin finish or as directed
by the Architect/Engineer.

G.3.7 Panels & cabinets

a. Standard panels and cabinets, as far as possible, shall be usestsamdled on
job. All panels shall be of dead front construction, furnish with trims for flush or surface
mounting as required. Cabinets shall be of Code gauge steel with gutters atinehasivitie
and wider if necessary. The trim for all panels shafitiehed in industrial gray enamel over
a cost of rush inhibitor;

b. Panels and cabinets shall be as manufactured by Westinghouse, Square D, G.E.
Power Box or approved equivalent. Manufactur
manufacturing.

c. Lighting panels breakers shall be Westinghouse, G.E., Square D or approved
equivalent.

d. Distribution panels shall be same type a lighting panels withpole circuit
breakers of sizes voltage rating and interrupting capacity as called for an plans amd bolt
type, center main.

e. Panelboard main bus work shall be ampacity rated to equal or exceed overcurrent
protective device immediately ahead of it. All busworks shall be properly secured to
withstand available short circuit forces at the location.

G.3.8 INDIVID UAL BREAKERS AND SWITCHES

a. Provide individual circuit breakers, safety switches, and disconnect switches
where indicated on plans, voltage ratings shall be suitable in each case of service application.

b. All protective devices shall meet NEMA andnderwriters Laboratories, Inc.
specifications.

c. Circuit breakers shall consists of a quitlake, quickbreak type entirely tipee
operating mechanism with contacts, interrupter, and themaghetic trip unit for each pole,
all enclosed in anoldedphenolic case. The therama&gnetic trip units shall provide time
delayed overload protection and instantaneous short circuit protection, and shall operate a
common trip bar which open all pole in case of overload or @it current in any one
pole. Circuit breaker shall be trip indicating, with the tripped position or breaker handle
mi dway between AONO and AOFFO position.

d. Circuit breakers rated above 100 amperes shall have interchangeable trip units.

G.3.9 LOCATION OF WIRING AND OUTLETS
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a. The Contractor shall coordinate his work with all parties involved so that exact
locations may be obtained for all outlets, apparatus, appliances and wiring. Care should be
exercised where running a common neutral that phase wires are of different phaaethso th
multi-circuit will be balanced around the neutral conductor.

b. The location of outlets shown on diagrammatic wiring plans shall be considered
as approximate and it shall be incumbent upon the Contractor, before installation of
outlets/boxes, to studwll pertinent drawings and obtain precise information from the
architectural schedules, scale drawings, large scale and full size details of finished rooms,
approved shop drawings of other parties involved or from the Engineer. It shall be understood
thatany outlet may be relocated a distance not exceeding 4.5M from the location shown on
the drawings, if so directed by the Engineer. Contractor shall make any necessary adjustment
of his work to fit conditions for recessed fixtures and for outlets occumingjazed tile,
block, terra cotta, marble, wood paneling, or other special finish materials, in order that all
boxes may register flush with finish and shall be centered properly. In centering outlets, due
allowance shall be made for overhead piping sluatindows, and door trim variations in
thickness of furring, plastering, etc., as erected, regardless of conditions which may be
otherwise shown on small scale drawings. Outlets incorrectly located shall be properly
rel ocated at t helLoddmswitthesawhichoareGlsownehegr éonrs shall be
located at the strike side of the door as finally hang, regardless of swing shown on the
drawings.

c. The center line of wall, outlets, socket outlets, switches, telephone outlets, pilot
lights, indicating ights, and fan outlets, shall be installed at heights above finished floor or as
specified on the Architectds drawings. Where
dr awi ngs, they shall be verified heregldzedAr c hi |

tile, block, term cotta occur, outlets shall be centered on the nearest joint to the height given.
G.4 SITE VISIT, INSPECTION AND TEST

The contractor is advised to visit the site and satisfy himself as to logical condition
facilitate thenature of the soil and ascertain his work. He will be deemed to have done this
before preparing his proposal and his subsequent claims on the ground of in adequate or
inaccurate infanation will not be entertained.

The ES representative shall have accesdltparts of the work at all times and shall
be furnished such information and assistance by the contractor. All installation shall be
subjected to test and any damage done during testatigoghborne by the contractor.

G.5 STANDARD OF WORKMANSHIP
The contractor shall execute all work in neat and workmanlike manner and shall do all

necessary work whether it is clearly specified in this specification or shown in the drawing or
not. Best practice in modern electrigadtallation shall be employed.

H. PAINTING WORKS
SCOPE OF WORKS

This Item shall consist of furnishing all paints, enamels varnishes and other products to
be used including labor, tools and equipment required as shown on the Plans and in

accordance with thiSpecifications. The color finisshall conform with the PNP standard
colors (PNP Blue & PNP White) in coordination with ttancerned PNP representative.
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CONSTRUCTION REQUIREMENT

The contractor prior to commencement of the work shall examine the surfaces to be
applied with paints, emaels, varnishes, lacquers, sanding sealers and other related products
in order not to jeopardize the quality and appearahpainting or finishing work.

In addition, the Contractahall undertake the following:

1. Voids, cracks, and all other kinds dkfects, shall be repaired with proper
patching materials and finished flush with the surrounding surfaces.

2. Marred or damaged shop coats on metal shall be spot primed with appropriate
metal primer.

3. All hardware shall be protected or removed prior to fg@nand varnishing
operations.

4. Upon completion of the work, all staging, scaffoldings and paint containers shall
be removed and disposed.

5. Paint drips, oil, or stains on adjacent surfaces shall be removed and the entire job
left clean and acceptablettre supervising ES Architect or Engineer.

Note: Refer toREU representative for the approved PNP color schem@ll additional activities which
is not indicated or specified on the plan but related to the scope of works to complete the projsieall
be done by the Contractor without any additional cost to the PNP.
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